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Sep 4 Sidethe M le end of the st Geglit w |l sec Yon over the Fem le end of the | stbl nket.
Usethereversed mpsinsdetheb G&dE ghtenthe bl nket tothe Gon Remove the
tool by using pliersto remove thew elers. Qut the pin Gahto the met |.

\ /

(Optional Hardware Shown)

Sep5: Drill ppropri tesizeholes t m ximumdist nceof 12" p &t
Anchor theb @ the concrete.

M ximum 12" betweene ch ( <ner
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Floor-to-Floor Top Mount with Butt End to Wall

Step 1: 12" of material should be CUt  m——)p— e f—

. With tin snips and a knife,
cut off the overhang of the
material from male end of
blanket and place flush with
wall surface

Step 2: Place fire barrier into joint in floor and proceed to anchor fire barrier to the concrete.
Use the reverse clamps to make sure the sides are tight against the floor. Also make
sure the end of the barrier is tight up against the floor Drill appropriate size holes in the
concrete building unit at a maximum distance of 12” apart. Anchor the barrier to the
concrete.
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Wall

. Also make sure the end of the barrier
Clamp tight to open and fasten to concrete is tight up against the wall.

\ S -

Blanket \»

LY
Floor
SE g
Step 3: Caulk the cut M end to the wall. Make sure there are no holes or leaks. It is estimated

that the complete (entire) tube of calk is required for one end of a joint. Place the
excess cut material over the caulked section.

Wall

Extra cut
material

Blanket
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Caulk the cut M end to the wall. Make sure there are no holes or leaks.
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Step 4: Install the next fire barrier as described in steps 1 through 5 for Horizontal Fire Barrier
Systems.

Add additional blankets to fill the fire barrier space.
- — ” Remember to put a bead of caulk 1" in on Female end.

¥ F‘T_’ 14
. 4

Step 5: Upon reaching the end of the expansion joint, a straight wall blanket may need to be cut
in length to fit the opening. Measure from the inside of the F end of the last barrier
installed to the floor. Using a new straight section, cut the section needed by first using
tin snips to cut the metal and then a knife or scissors to cut the fabric. Caulk the ends of
the cut section and then drop the cut section into the expansion joint opening anchor it
to the floor. Caulk the end facing the wall so that there are no holes or leaks. Stuff some
of the remaining material back into the hole so that it covers the caulk.

Using tin snips and knife, cut the barrier down to the
appropriate size o fit into the final blanket space

Side View
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